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15 Sep 98 S e ~ ~ i o  
1) Approaches under Visual Flight Rules (VFR) are permitted, however, prudent judgment on the part of the 

captain must be exercised when canceling an IFR flight plan. All ~ e ~ u ~ e ~ e n ~  of subparagraph B., below 
must be complied with. 

2) Flight crews shall reme ATC traMic ~ f o ~ a t i Q n  to aircra 
load p e ~ ~ g ”  basis, re, extreme cau~ion and Q most diligen 

. (@operating under the VFR enrou t~prov~ ions  of B51 or gcanceling an IFR~ightplan,  t h e ~ i g h t  crew may 
operate under VFR in the terminal area under the fol~owingprovisions. In ad~tion, the flight crew may not 
conduct VFR operations in the ~ e ~ i n a l  area unless the ~ i ~ i t a t i o n s  and provisions o~subparagraph E. of these 
O~erations SpecGcations are met: ’ 

1) All ofthe following provisions and weather conditions at the airport at the time of approach must be met: 

a) 

b) 
c) 
d) 

Reported v ~ i b i i i ~  must be as specifeed in Section 91.155, bur not lower than the v i s ~ b i l i ~  criteria 
specifed in Section 121.649. 
Reported ceilrng must be 1,000 feet or greater. 
The flight crew must be able to maintain the basic cloud clearance as specified in Section 91.155. 
Ceiling and cloud clearance must be as such to allow the flight crew to m ~ i n t a ~ n  the mini mu^ alti- 
tudesprescribed in Section 91.129, 91.130, or 91.131, as applicable for the Airspace Class in which 
l h e ~ ~ g h ~  is operated. 

2) In addition the conditions in one ofthe following subparagraphs must be met: 

a) Con;rolled aimorts. T ~ i e ~ i g ~ t  is operated within Class B, C, or D airspace, or within 10 miles of the 
desgination airport in Class E airspace; and remains within controlled airspace. The Fight crew 
requests and uses radar-monitored tr~&% advisories provided by A TC when such advisories are 
available, and is in direct communica~ion with the appropriate A TCfacility. 

b) uncontrolled airsports. T h e ~ ~ g h t  crew is in direct communication with an aidground c o ~ m ~ n i ~ ~ ~ ~ o n  
Jh.cility or agent of the certificate holder that provides a i ~ o r t  trafic advisQries and i n f o ~ a t i o ~  thar is 
pert in en^ to conditions on an around the   an ding surface d u ~ n g  the t e r ~ i n a l  
f l~gh t  is operated w i ~ h i ~  10 nautical miles (nm) ofthe dest~nation a i ~ o r t ,  or v ~ a l  reference with the 
  an ding surface is esta~lished and can be mQin~ained throug~ the approach and ~ a n d ~ n ~ .  

3) g t h e m  is a ~ u ~ t i o n  that the wea~her c o ~ d i t i o ~ s  at the time of arrival may 
suficient seeing conditions, the f l i g h ~  crew must have in ~~ possession and use an approved char~ed visual 
procedure which assures obstacle clearance or avoidance. The ~ i n i m u m  altitudes under Section 121.657, 
Section 91 . I  19, or those prescr~bed in the charted visual procedure, w h ~ c h ~ e r  are higher, appljl.] 
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E. At MAP or DA as applicable, none of the following visual aids are i d e n ~ i ~ b l e :  

1) The approach light system, however, if the approach light system is visible, descent below 100 feet above 
the   ouch do^ zone is not permitted ess the red ~ e ~ a ~ g  bars or e red side row bars are also visible 

e Visual Approach Slope Indicator (VASI). 

3) The Runway End Iden~ication Lights (REIL). 

4) The threshold, the threshold ~ r k i n g s ,  or the threshold lights 

5 )  The runway lights. 

6) The touchdown zone lights. 

7) The touchdown zone, or touchdown zone markmgs. 

8) The runway or mnway markrngs 

A. Each pilot operating an aircraft shall ~ e d i a t e l y  execute an appropriate missed approach procedure whenever 
an identifiable part of  the airport is not distinctly visible to the pilot during a circling maneuver at or above 
M I A ,  unless the inability to see an identifiable part of e airport results only from a normal bank of the 
alrcrafi during the crrcilng approach. 

B. If visual reference is lost while circlkg to land from an ~ ~ m e n t  approach, the missed approach specified for 
that particular procedure must be followed (unless an alternate missed approach procedure is specified by Air 
Traffic Control). To become established on the prescribed missed approach course, the pilot should make an 
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E. 

If a flight is diverted to the alternate an ' 
for the approach used. 

ent approach may be executed to the lowest published minima 

[A restricted captain need not increase the DA or MDA and visibility landing minimums above those ~ p p ~ i c a b ~ e  
to the airport when used as an a l t e ~ a t e  airporf. But in no case, may the land in^ ~ ~ n i m u m s  be less than 
300-1.1 
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